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Specifications :

- 2 X SATA 6Gb/s Port (SATA version)
- 2 X eSATA 6Gb/s Port (eSATA version)
- Max. 6Gb/s transfer rate per port

- Supports both SATA 1.5Gb/s, 3Gb/s and 6Gb/s HDD drives, HDD size up to
2TB

- 1 x HDD Activity LED Header

- PCI Express Base 2.0 specification compliant

- Supports both 2.5Gb/s & 5Gb/s PCI Express transfer speed

- Supports IDE programming interface register for the SATA controller
- Supports AHCI programming interface registers

- Supports error reporting, recovery & correction

- Serial ATA rev. 3.0 compliant

- Supports Gen 1i, Gen 1x, Gen 2i, Gen 2m, Gen 2x, & Gen 3i

- Serial ATA AHCI specification rev.1.0 compliant

- Supports Port Multiplier FIS based switching or command based switching
- Supports AES-256

- Supports RAID 0, 1 or Non-RAID modes

- Supports Native Command Queue(NCQ)

- Supports Hot Plug & Hot Swap

- Supports Low Profile (Optional)

- Drivers support Windows 2000 or above

- MAC OS X 10.6 or above, Linux Kernel 2.6.19 or above, FreeBSD are native
supported for Non-RAID mode

Packings :

- 1 x PCI Express SATA / eSATA Card
- 1 x Driver/Manual CD
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Marvell RAID BIOS Configuration :

1. After installing PCI Express Card into PCI Express 2.0 slot of the computer,
the following screen will be shown during computer boot up.

2. If PCI Express 1.0 slot is installed, the second line of the screen will show
“PCIe x 1 2.5Gbps".

Marvell 88SE91xx Adapter — BIOS Version 1.0.0.1012
PCIe x 1 5.0Gbps
Mode : CPU AHCI

Virtual Disk
No Virtual Disk!
Physical Disk
[ID] [Disk Name] [Size] [Speed]
0 SATA ST32000641AS 2TB 6.0G
8 SATA ST32000641AS 2TB 6.0G

Press <Ctrl>+<M> to enter BIOS Setup or <Space> to continue

3. Press <Space> to proceed normal boot. Hard drives are working as non-
RAID mode. Or, press <Ctrl>+<M> to enter Marvell BIOS Setup to set
RAID array. The following screen will be shown.

Marvell BIOS Setup © 2009 Marvell Technology Group Ltd.

— Topology Information
HBA 0: Marvell 0 Vendor ID . 1B4B
t Virtual Disks Device ID : 91A3
Free Physical Disks Revision ID : Bl
t PD 0: ST32000641AS BIOS Version 0 1.0.0.1024
PD 8: ST32000641AS Firmware Version : 2.1.0.1207
PCIe Speed rate : 5Gbps

Configure SATA as : AHCI Mode

— Help
Select free disks to create array and continue to create virtual disk on
this array.

Enter: Operation F10: Exit/Save ESC: Return
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Create a RAID Array :

1. Use keyboard arrow keys and <Space> to select "HBA 0 : Marvell 0.

2. “Configuration Wizard” will be shown, press <Enter> to start creating Virtual
Disk.

Marvell BIOS Setup © 2009 Marvell Technology Group Ltd.

— Topology Information
HBA 0: Marvell 0 ID . 1B4B
t Virtual Disks|/[[Configuration Wizard]| ID : 91A3
Free Physical on ID . Bl
t PD 0: ST32000641AS BIOS Version :1.0.0.1024
PD 8: ST32000641AS Firmware Version : 2.1.0.1207
PCIe Speed rate : 5Gbps

Configure SATA as : AHCI Mode

— Help
Select free disks to create array and continue to create virtual disk on
this array.

Enter: Operation F10: Exit/Save ESC: Return

3. Use keyboard arrow keys and <Space> to select disks in Free Physical Disks
list. Selected Disks will be marked with “*”.

Marvell BIOS Setup © 2009 Marvell Technology Group Ltd.

—Configure->Select free disks

HBA 0: Marvell © Vendor ID . 1B4B
t Virtual Disks Device ID : 91A3
Free Physical Disks Revision ID . Bl
* t PD 0: ST32000641AS BIOS Version 0 1.0.0.1024
o PD 8: ST32000641AS Firmware Version : 2.1.0.1207
PCIe Speed rate . 5Gbps

Configure SATA as : AHCI Mode

— Help

Use Space bar to select the free disks to be used in the array.

Enter: Operation SPACE: Select F10: Exit/Save ESC: Return
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4. Press <Enter> to proceed configuring Virtual Disks.
5. Select RAID Level (RAID Mode) : RAID 0 (Stripe) or RAID 1 (Mirror).

Marvell BIOS Setup © 2009 Marvell Technology Group Ltd.
—Configure->Select free disksCreate Virtual Disk
RAID Level ~ : RAIDO
HBA O: Marvell 0 Max Size (MB) : 152378
t Virtual Disks Stripe Size . 64K
Free Physical Disks Gigabyte Rounding : 1G [RAID 1]
* t PD ©: ST32000641AS Quick Init : Yes
i PD 8: ST32000641AS VD Name : Default
Disk ID 108
Next
— Help
Virtual disk configurations.
Enter: Select F10: Exit/Save ESC: Return

6. Select Stripe Size (Stripe Block Size) : 32K or 64K.

Marvell BIOS Setup © 2009 Marvell Technology Group Ltd.
—Configure->Select free disksCreate Virtual Disk
RAID Level : RAID 0
HBA 0: Marvell 0 Max Size (MB) : 152378
t Virtual Disks
Free Physical Disks Gigabyte Rounding : 1G
* |:PD 0: ST32000641AS Quick Init : Yes 32K
& PD 8: ST32000641AS VD Name : Default| 64K
Disk ID 108
Next
— Help
Virtual disk configurations.
Enter: Select F10: Exit/Save ESC: Return
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7. Select Gigabyte Rounding (To premit the installation of a replacement drive
that is smaller than the failed driver when performing a RAID 1 rebuild) :
None or 1G or 10G.

Marvell BIOS Setup © 2009 Marvell Technology Group Ltd.
—Configure->Select free disksCreate Virtual Disk
RAID Level : RAID ©
HBA 0: Marvell 0 Max Size (MB) 1 152378
t Virtual Disks Stripe Size : 64K
Free Physical Disks
* t PD 0: ST32000641AS Quick Init : Yes
g PD 8: ST32000641AS VD Name : Default | None
Disk ID 08 16
Next 106G
— Help
Virtual disk configurations.
Enter: Select F10: Exit/Save ESC: Return

8. Select Quick Init (Quickly erase old data on the hard drives when creating
the array) : Yes or No.

Marvell BIOS Setup © 2009 Marvell Technology Group Ltd.

—Configure->Select free disksCreate Virtual Disk

RAID Level : RAID 0

HBA O: Marvell 0 Max Size (MB) : 152378

t Virtual Disks Stripe Size © 64K
Free Physical Disks Gigabyte Rounding : 1G

© [P 0! sT3200064145 Qick it ives

& PD 8: ST32000641AS VD Name : Default
Disk ID : 08 Yes
Next No

— Help
Virtual disk configurations.

Enter: Select F10: Exit/Save ESC: Return
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9. Enter VD Name (RAID Array Name for identification).

Marvell BIOS Setup © 2009 Marvell Technology Group Ltd.
—Configure->Select free disksCreate Virtual Disk
RAID Level : RAID 0
HBA 0: Marvell 0 Max Size (MB) : 152378
t Virtual Disks Stripe Size T 64K
Free Physical Disks Gigabyte Rounding : 1G
* t PD 0: ST32000641AS Quick Init . Yes
* PD 8: ST32000641AS VD Name  : AfFayf<-
Disk ID 08
Next
— Help
Virtual disk configurations.
Enter: Select F10: Exit/Save ESC: Return

10. Select Next to finish the configuration setup.

Marvell BIOS Setup © 2009 Marvell Technology Group Ltd.
—Configure->Select free disksCreate Virtual Disk
RAID Level : RAID ©
HBA 0: Marvell 0 Max Size (MB) : 152378
t Virtual Disks Stripe Size T 64K
Free Physical Disks Gigabyte Rounding : 1G
* t PD 0: ST32000641AS Quick Init : Yes
o PD 8: ST32000641AS VD Name : Arrayl
Disk ID 08
— Help
Virtual disk configurations.
Enter: Select F10: Exit/Save ESC: Return
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HBA 0: Marvell 0
t Virtual Disks
Free Physical Disks
* t PD @: ST32000641AS
= PD 8: ST32000641AS

— Help

—Configure->Select free disksCreate Virtual Disk

11. Select Yes to confirm Virtual Disk creation.

Marvell BIOS Setup © 2009 Marvell Technology Group Ltd.

RAID Level
Max Size (MB)
Stripe Size :
Gigabyte Rounding :
Quick Init
VD Name

RAID ©
152378
64K

1G

. Yes

SPACE:

Enter: Operation

Select

F10: Exit/Save

Use space bar to select the free disks to be used in the array.

ESC: Return

— Topology

Virtual Disks
L vD 0: Arrayl
t PD @: ST32000641AS
PD 8: ST32000641AS
Free Physical Disks

12. The new array set will be listed under Virtual Disks.

Marvell BIOS Setup © 2009 Marvell Technology Group Ltd.

Information

Vendor ID

Device ID
Revision ID

BIOS Version
Firmware Version
PCIe Speed rate
Configure SATA as

- 91A3

1B4B

B1
1.0.0.1024
2.1.0.1207
5Gbps

- AHCI Mode

— Help

Enter: Operation

SPACE: Select

F10: Exit/Save

Use Space bar to select the free disks to be used in the array.

ESC: Return
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13. Select the new array under Virtual Disks to show the properties.

Marvell BIOS Setup © 2009 Marvell Technology Group Ltd.
— Topology Information
HBA 0: Marvell © ID 0
Virtual Disks Name : Arrayl
LvD 0: Arrayl Status : Functional
t PD ©: ST32000641AS Stripe Size : 64K
PD 8: ST32000641AS RAID Mode : RAIDO
Free Physical Disks Size : 152378 MB
BGA Status : N/A
Number of PDs : 2
Members 108
— Help
Virtual Disk:A set of disk blocks presented to an operating environment as
a range of consecutively numbered logical blocks with disk-like storage.
Enter: Operation SPACE: Select F10: Exit/Save ESC: Return

14. Press <F10> to save and exit Marvell BIOS Setup.
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Delete a RAID Array :

1. Select the RAID Array under Virtual Disks and press <Enter>.

Marvell BIOS Setup © 2009 Marvell Technology Group Ltd.
— Topology Information
HBA 0: Marvell 0 ID : 0
Virtual Disks Name : Arrayl
LvD 0: Arrayl us : Functional
t PD 0: ST32000641AS| [Delete] |pe Size : 64K
PD 8: ST32000641AS Mode : RAIDO
Free Physical Disks Size : 152378 MB
BGA Status : N/A
Number of PDs : 2
Members : 08
— Help
Delete the selected virtual disk.
Enter: Operation F10: Exit/Save ESC: Return
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Rebuild a RAID Array (Restoring data to another hard drive) :

1. Keep one original RAID array hard drive and install a new Hard drive to the
card. Or, replace a failed Raid hard drive.

2. Bootup the computer and enter Marvell BIOS Setup.

3. The Hard drive list will be shown as below. The Virtual Disks status will
shown “Degrade”.

Marvell BIOS Setup © 2009 Marvell Technology Group Ltd.

— Topology Information
HBA 0: Marvell © ID : 0
Virtual Disks Name : Arrayl
LvD 0: Arrayl Status : Degrade
L PD 8: ST32000641AS Stripe Size : 64K
Free Physical Disks RAID Mode : RAID1
L PD 0: ST32000641AS Size : 152378 MB
BGA Status : N/A
Number of PDs : 2
Members : 8

— Help

Virtual Disk:A set of disk blocks presented to an operating environment as
a range of consecutively numbered logical blocks with disk-like storage.

Enter: Operation SPACE: Select F10: Exit/Save ESC: Return

4. Press <Enter> to select Rebuild.

Marvell BIOS Setup © 2009 Marvell Technology Group Ltd.
— Topology Information
HBA 0: Marvell © ID 0
Virtual Disks Name . Arrayl
L vD 0: Arrayl Status : Degrade
L PD 8: ST32| [Delete] Stripe Size : 64K
Free Physical D| [Rebuild] RAID Mode RAID1
L PD 0: ST32 Size : 152378 MB
BGA Status : N/A
Number of PDs : 2
Members : 8
— Help
Virtual Disk:A set of disk blocks presented to an operating environment as
a range of consecutively numbered logical blocks with disk-like storage.
Enter: Operation F10: Exit/Save ESC: Return
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HBA O: Marvell 0
Virtual Disks
L VD 0: Arrayl
L PD 8: ST32000641AS

Free Phisical Disks

5. Select the new hard drive for rebuild.

Marvell BIOS Setup © 2009 Marvell Technology Group Ltd.

— Rebuild->Select free disks—7—— Information

1D

Name

Status

Stripe Size
RAID Mode
Size

BGA Status
Number of PDs
Members

0
. Arrayl

Degrade
64K

RAID1
152378 MB
N/A

2

8

— Help

Use the space bar to select the free disks to be used in the array.

Enter: Operation SPACE: Select F10: Exit/Save ESC: Return

6. Select Yes to confirm rebuild.

Marvell BIOS Setup © 2009 Marvell Technology Group Ltd.

— Rebuild->Select free disks—g—— Information
HBA 0: Marvell 0 ID 0
Virtual Disks Name : Arrayl
L vD 0: Arrayl Status : Degrade
L PD 8: ST32000641AS Stripe Size : 64K
Free Physical Disks RAID Mode : RAID1

L PD 0: ST32000641AS Size 152378 MB

— Help
Use the space bar to select the free disks to be used in the array.

Enter: Operation SPACE: Select F10: Exit/Save ESC: Return
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7. During the rebuild process, the rebuild status will be shown. The rebuild
process will be stopped if this Rebuild screen is exit. Rebuild process can be
resumed by run Marvell BIOS setup again.

Marvell BIOS Setup © 2009 Marvell Technology Group Ltd.

— Topology Information
HBA 0: Marvell 0 ID : 0
Virtual Disks Name : Arrayl
L VD 0: Arrayl Status : Degrade
t PD 8: ST32000641AS Stripe Size 64K
PD ©: ST32000641AS RAID Mode RAID1
Free Physical Disks Size 152378 MB
BGA Status Running
BGA Rebuild 38%
Number of PDs 2
Members 08

— Help

Virtual Disk:A set of disk blocks presented to an operating environment as
a range of consecutively numbered logical blocks with disk-like storage.

Enter: Operation SPACE: Select F10: Exit/Save ESC: Return

8. To Pause the rebuild process, select the Virtual Disk(VD) and press <Enter>.

Marvell BIOS Setup © 2009 Marvell Technology Group Ltd.
— Topology Information
HBA 0: Marvell © ID : 0
Virtual Disks Name : Arrayl
LvD 0: Arrayl Status : Degrade
L PD 8: ST32| [Delete] Stripe Size 64K
Free Physical D| [Pause] RAID Mode RAID1
L PD @: ST32 Size 152378 MB
BGA Status Running
BGA Rebuild 88%
Number of PDs 2
Members 08
— Help
Virtual Disk:A set of disk blocks presented to an operating environment as
a range of consecutively numbered logical blocks with disk-like storage.
Enter: Operation F10: Exit/Save ESC: Return
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9. To Resume the rebuild process, select the Virtual Disk(VD) and press
<Enter>.

Marvell BIOS Setup © 2009 Marvell Technology Group Ltd.
— Topology Information
HBA 0: Marvell © ID 0
Virtual Disks Name : Arrayl
LvD 0: Arrayl Status : Degrade
L pPD 8: ST32| [Delete] Stripe Size : 64K
Free Physical D| [[Resume] RAID Mode . RAID1
L PD 0: ST32 Size : 152378 MB
BGA Status : Running
BGA Rebuild . 88%
Number of PDs : 2
Members 108
— Help
Virtual Disk:A set of disk blocks presented to an operating environment as
a range of consecutively numbered logical blocks with disk-like storage.
Enter: Operation F10: Exit/Save ESC: Return
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Drivers Installation (Windows 7) :

1. After Windows 7 is boot-up, insert the Driver CD into the CD-ROM(D
2. Run “"DrvSetup.exe” in the CD directory “"Marvell9128\Driver”.

= Recent Places

4 Libraries
3 Documents
J“. Music
| Pictures

B videos

1% Computer

?ﬂ MNetwork

drvSetup  Date modified: 1/18/2010 4:52 PM

A
‘% Application Size: 585 KB

=N Eol
@Uv| D: Marvell9128\Drive | #2|[ Search Driver )
Organize « Open Burn Mew folder =« I @&
& Favorites MName Date modified Type Size
Bl Desktop / miniport 2/2/2010 3:36 PM File folder
4 Downloads :@, drvSetup 1/18/2010 4:52 PM  Application 586 KB

Date created: 3/17/2010 7:25 PM

: Drive).

3. Click Next to start drivers installation.

Magni driver Setup

Welcome to the Magni Setup Wizard

This wizard will install Magni driver into system, support for
multiple languages and an easy plug-in system,

Click Mext to continue.

=T e |

Next = l [ Cancel
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4. Follow the installation instructions.

[ B Magni driver Setup = = )|

f Choose Components
. Choose which features of Marvell Magni driver you want to
install,

Chedk the components you want to install and uncheck the components you don't want to
install. Clidk Next to continue,

Select the type of install: [Full S
Or, select the optional Conzole {required)
components you wish to Marvell Magri Driver
install:
Description
Space required: 1. 1MB Position your mouse over a component ta see ts
descripkion,

Fullsoft Install System w2.45

<Back || nNext> | | cancel

o

Magni driver Setup | )
& Choose Install Location
Choose the folder in which to install Marvell Magni driver.

Setup will install Marvell Maagni driver in the following folder. To install in a different folder,
dlick Browse and select another folder, Click Install to start the installation.

Destination Folder

C:\Program Files\Marvell\ymws 1o Browse, .,

Space required: 1.1MB
Space available: 12.58GE

Mullsoft Install Svstem w2, 45

<Back | Instal | | cancel
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5. Click Finish to complete drivers installation.

Magni driver Setup o | = = J

Completing the Marvell Magni driver
‘ Setup Wizard

Marvell Magni driver has been installed on your computer,

Click Finish to dose this wizard,

< Bad

i
-~

6. After drivers installation, Device Manager will show “"Marvell 91xx Config
SCSI Processor Device”.

1 Device Manager (oo

File Action View Help
e | @B | | B &S

R | test-PC
- M Computer

=g Disk drives

> B Display adapters

5 ety DVD/CD-ROM drives

> !l_—-& Human Interface Devices

> g IDE ATASATAPI controllers

> <22 Keyboards

> --ﬂ Mice and other pointing devices
> Bl Monitors

5 ¥ Network adapters

4 -|[l3) Other devices

s Marvell 91xx Config SCSI Processor Device
> I3 Ports (COM & LPT)

- |} Processors

b &5 Storage controllers

> M System devices

5 - i Universal Serial Bus controllers
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7. Right Click “Marvell 91xx Config SCSI Processor Device” and select “Update
Driver Software”.

-

=5 Device Manager EI@

File Action View Help
e AR RERN 7 oA N Y

4 gy test-PC
» -7 Computer

= Disk drives

» - By Display adapters

> e DVD/CD-ROM drives

sLt'-‘j Human Interface Devices

g IDE ATAJATAPI controllers

v <= Keyhoards

> ..ﬂ Mice and other pointing devices
» B Monitors

» - Network adapters

4|5 Other devices

1|5 Marvell 913 Config SCSI Processor Pei

» T Ports (COM & LPT) Update Driver Software...

> D Processors Disable

b -4 Storage controllers Uninstall

> 1M System devices

b ‘ Universal Serial Bus controllers Scan for hardware changes
Properties

Launches the Update Driver Software Wizard for the selected device.

8. Select "Browse my computer for driver software”.

=4 Device Manager = H =] “£|
File Action View Help

L o AR RERN ? Nol LY
4 -%..:t:t-cp @

} a D '\../I [l Update Driver Software - Marvell 31xcc Config SCSI Processor Device
» B D

b o D
= :
> g H How do you want to search for driver software?

> ID)
> & Ki
M i 7

>-H M 2 Search automatically for updated driver software

B A M Windows will search your computer and the Internet for the latest driver software
»-BF N for your device, unless you've disabled this feature in your device installation

y settings,

2 Browse my computer for driver software
Locate and install driver software manually.

Cancel
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9. Browse “"D:\Marvell9128\Driver”, and click Next.

r

[¥]Include subfolders

software in the same categery as the device,

2 Let me pick from a list of device drivers on my computer
This list will show installed driver software compatible with the device, and all driver

=4 Device Manager [==]=]
File Action View Help
ey HEH=® ENE
4 g test-P
> M C Sl
b O @ || Update Driver Software - Marvell 91xx Config SCSI Processor Device
> e D
]
b g D 4
s b Browse for driver software on your computer
b g I
2 E ; Search for driver software in this location:
N
b M D:\Marvell9128) - Ha
b N
Pk

10. "Marvell 91xx Config Device” will be updated.

r

= Device Manager |E||E@
File Action View Help
e B " ENS

Ex3)

i ] | Update Driver Software - Marvell 91 Config Device

Windows has finished installing the driver software for this device:

I Marvell 91:x Config Device

Windows has successfully updated your driver software

Close
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11. Device Manager will show “Marvell 91xx SATA 6G Controller” in the Storage
controllers category. “Marvell 91xx Config Device” will be shown under
System devices list.

= Device Manager EI@

File Action View Help
e @ E HE O &S
A--:atest-PC

> -8 Computer

:» =g Disk drives

> B Display adapters

> ) DVD/CD-ROM drives

b- % Human Interface Devices
b L IDE ATA/ATAPI controllers
b D Keyboards

b }3 Mice and other pointing devices

- A Monitors

¥ Network adapters

5 S5 Ports (COM & LPT)

- I} Processors

. Storage controllers

< Marvell 31 SATA 6G Controller
System devices

> - i Universal Serial Bus controllers

5 Device Manager EI@
File Action View Help
Ll ANl IENE 7o RN T

4-|M System devices »
1Ml ACPT Fixed Feature Button
Composite Bus Enumerator

Direct memory access controller

High precision event timer

Intel(R) 4 Series Chipset PCI Express Root Port - 2E21
Intel(R) 4 Series Chipset Processor to I/O Controller - 2E20
Intel(R) 82801 PCI Bridge - 244E

Intel{R) 82802 Firmware Hub Device

Intel(R) ICHLO Family PCI Express Root Port 1 - 3440
Intel(R) ICHLO Family PCI Express Root Port 4 - 3446
Intel{R) ICHLO Family PCI Express Root Port 5 - 3448
Intel(R) ICHLO Family PCI Express Root Port 6 - 3A44
Intel(R} ICHLO Family SMBus Controller - 3430
Intel{R) ICH10 LPC Interface Controller - 3A18
Marvell 91:x Config Device

Microsoft ACPI-Compliant System

4 Microsoft System Management BIOS Driver

m

Microsoft Virtual Drive Enumerator Driver
MNumeric data processor

PClbus

Plug and Play Software Device Enumerator
Programmable interrupt controller
Remote Desktop Device Redirector Bus
System CMOS/real time clock

...l System sneaker
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Marvell RAID Utility Installation (Windows 7) :

1. Run "MRUSetup.exe” in D:\Marvell9128\MarvellRAID directory.

oo =)
Sl <9 [ eorch Marvetato 5]
Organize v Include in library + Share with + Burn Mew folder B= - 0 I@l
S Favorites MName : Date modified Type Size
Bl Desktop ,@ MRUSetup 10/26/200911:17 ...  Application 13,089 KB

& Downloads

i.'_; Recent Places
- Libraries

3 Documents

J‘. Music

le=| Pictures

E Videos

1M Computer

?‘ MNetwork

J 1 item

2. Follow the instructions.

Marvell MRU V4 Setu = |
= p

Welcome to the Marvell MRU V4
‘ Setup Wizard

This wizard will install Marvell MRU V4, support for multiple
languages and an easy plug-in system,

Click Mext to continue.

Mext = ] [ Cancel
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[ 2] Marvell MRU V4 Setup o] & ]

Choose Components
Choose which features of Marvell MRLU ¥4 you want to install.

Chedk the compaonents you want to install and unchedk the components you don't want to
install. Click Mext to continue.

Select the type of install: [Minimum "
Or, select the optional MRU {required)
mmpﬁanents you wish to Tray {required)
install:
[ ] command Line Interface
Description
Space required: 31.7MB Position your maouse over a component bo see ks
descriptian,

Mullsoft Inskall Sywskem w2, 45

<Back | MNext> | | Cancel

2] Marvell MRU V4 Setup = =<

Choose Install Location
Choose the folder in which to install Marvell MRL V4,

Setup will install Marvel MRL ¥4 in the following folder. To install in a different folder, dick
Browse and select another folder. Click Install to start the installation,

Destination Folder

Z:\Program Files\Marvell\raid

Space required: 31. 7MB
Space available: 12.8GB

Mullsoft Install Swstem w2, 45

< Badk “ Install | [ Cancel
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3. After installation completed, MarvellTray will be shown on the Desktop. A
Marvell RAID Utility(MRU) icon will be shown on the Task Bar.

Marvell RAID Utility (MRU)

After installing MRU, user can access and control both local and remote
adapters using the browser GUI. For remote access, user need to know the IP
address of the system with the remote adapter.

For the MRU to work properly in the browser, Active Scripting must be
enabled in your default browser.

Enable Active Scripting in Internet Explorer

1. Select Tools = Internet Options - Security - Custom Level.

2. Under Scripting and check the radio button for Active Scripting.

Local Adapter

User can access and control local adapters using the MRU Browser GUI.

Remote Adapter
User can access and control remote adapters using the MRU Browser GUI.

1. Launch the default web browser.
2. Type the following web address in the address bar.

Http://*Remote IP Address*:8845/MRU/JumpPage.php?Target=LoginPage

Or, use the remote system name instead of the Remote IP Address in most
internal network environments.
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Login Screen

When the MRU is first started, Username and password is promoted. MRU user
accounts and their premissions follow the OS user accounts and their
permissions. Only user account with administrator privileges have access to all
permissions. Non-administrator users have view-only permissions.

/€ Marvell RAID Utility - Windows Internet Explorer [= ][ @ =)

&~ el If Certificate Enror | | 47| <] | Google P ~|
7.7 Favorites | 5% @] Suggested Sites v @] Web Slice Gallery »

(@ Marvell RAID Utility [ G- v [ o v Pagev Safetyw Toolsv (@~

Moving Forward Faster

m

* Username tes;'Pc\tESt (Domain\UserNa
me

* Password

["] Remember password T

W =

Done €D Internet | Protected Mede: Off iy v H100% ~
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After Login, user can check, create, delete, rebuild the RAID array set.

r

g Marvell RAID Utility - Windows Internet Explorer

E=Een

@O - |§, http://localhost:8845/MRU/JumpPage.phpiTarget=MarvellRaidPagesd ~ | b | ‘f| x | |JD Google

77 Favorites | 9 @] Suggested Sites ¥ @] Web Slice Gallery v

| @ Marvell RAID Utilty

y = ol
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Moving Forward Faster

b

BIOS Version
Firmware Version
Boot Loader Version
Driver Version

Chip Revision ID
Vendor ID

Sub Vendor ID

Device ID

1.0.0.1013

2.1.1.1407

1.0.1.0002

1.0.0.1034
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Event Logs(1~3/Total Events:3)

Save) . Clear) oI

@

Adapter

Class

Time

Description

PD Event
PD Event
Adapter Event

03/17/2010 19:59
03/17/2010 19:59
03/17/2010 19:52

Physical disk 0 is plugged in
Physical disk 8 is plugged in

Adapter 0 is detected, serial number not available
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